










W2000  Rebel® Router Table
W2001	 Safety Paddle Switch & Cord

Specifications:
	 Maximum head stroke: 5 1⁄2"
	 Maximum distance spindle to table: 6 1⁄2"
	 Maximum distance housing to table: 8 3⁄4"
	 Throat capacity: 18"
	 Router collar sizes: 3.25", 3.328", 3.5" and 4.2" x 2.625" high
	 Router housing diameter: 4 1⁄2"
	 Air pressure required: 60 PSI
	 Table pins: 3⁄16" x 1⁄4", 5⁄16" x 3⁄8", 7⁄16" x 1⁄2"
	 Table size: 19  3⁄4"W x 14"D x 1 3⁄8"H
	 Overall size: 313⁄8"H x 28 1⁄4"D x 21 3⁄4"W
	 Approximate shipping weight: 56 lbs.

Benchtop Pin Router

W1736  Benchtop Pin Router

This Benchtop Pin Router is made for routing identical pieces using shop-made patterns. As the 
pattern follows the raised pin in the table, the pneumatic head lowers the router and router bit. 
Requires a router motor, router bits, shop made templates and air compressor. Four router collars 
are included to fit most major brands of routers.

Made in
An ISO 9001

Factory

The REBEL® Router Table
The Rebel® turns any router into a professional shaping workstation. This 
precision-crafted router table delivers accuracy and ease of use that surpasses 
most shop-built or department store models. An excellent choice for large 
production runs or any shaping job requiring easy setup and superior accuracy.

Precision-
ground Cast 

Iron Table

W2001

The REBEL® features:
	 Precision-ground cast iron table
	 Precision-milled parts
	 Dimensions: 24"W x 17"H x 18"D
	 Two independently adjustable 3" x 12" fences
	 3" Dust pickup/safety guard
	 Aluminum insert with pop-out insert rings
	 Insert ring opening: 45⁄16" O.D.
	 Miter gauge
	 Compatible with Incra Jig® 
	 Completely portable - only 64 lbs.
	 Easy-to-follow instruction manual
	 Full color, UPC-coded package

Designed for maximum rigidity and 
strength, the REBEL® features a built-

in aluminum insert, independently 
adjustable split fence, miter gauge, 
safety guard with dust pick-up and 

an excellent instruction manual. 

Benchtop Shaper
Portable and affordable, this benchtop shaper is perfect for the small shop with limited space because it combines the cutting 
abilities of a shaper and a router table in one small package.

SPECIFICATIONS:
	 Motor: 3⁄4 HP, 110V, single-phase, 60 Hz
	 Spindle size: 1⁄2" dia. x 2" long 
	 Collet size: 1⁄4"
	 Maximum cutter height: 19⁄16"
	 Maximum cutter height adjustment: 19⁄32"
	 Maximum cutter dia.: 27⁄8"
	 Spindle speed: 9500 RPM
	 Table size: 11 13⁄16" x 9 13⁄16"
	 Fence: independently adjustable
	 Dust port: 2 1⁄2" 
	 Accepts 1⁄4" router bits
	 Approximate shipping weight: 43 lbs.

W1731  Benchtop Shaper
D2056	 Tool Table

21⁄2" Dust 
Port

Accepts Most 1⁄2" 
Shaper Cutters & 

1⁄4" Router Bits

Bolts 
Easily to a 

Workbench

Includes 
Miter Gauge

Independently 
Adjustable 

Fence
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Large 
Cast Iron 

Handwheel

1 HP Shaper w/ Router Spindle
This 1 HP Shaper provides the best of all worlds – a 1⁄2" spindle for 
use with a wide assortment of 1⁄2" bore shaper cutters and a router 
bit collet that accepts most 1⁄4" and 1⁄2" shank router bits for 
exceptional versatility.

W1701  1 HP Shaper
D2260A  Mobile Base

Accepts Most 
1⁄2" Shaper 

Cutters & 1⁄4" & 
1⁄2" Router Bits

Heavy-Duty 
Miter Gauge

24" x 19" 
Cast Iron 

Table

Split 
Adjustment 

Fence

SPECIFICATIONS:
♦	 Motor: 1 HP, 110V, 3450 RPM, single-phase, reversible
♦	 Large precision-ground cast iron table
♦	 Table size: 24 " x 19" with 3⁄4" miter slot
♦	 Table bore: 3" with 1 3⁄4" and 1 3⁄8" inserts
♦	 Spindle: 1⁄2" diameter x 3" 
♦	 Heavy-duty miter gauge
♦	 Spindle speed: 13,200 RPM 
♦	 Spindle travel: 7⁄8"
♦	 Max. cutter height: 2 1⁄2" 
♦	 Max. cutter dia: 27⁄8" 
♦	 Router bit collet inserts (2): accepts 1⁄4" & 1⁄2" shanks
♦	 Powder coated paint & sealed ball bearing construction 
♦	 Includes 5 spindle bushings for adjusting cutter spacing
♦	 Approximate shipping weight: 195 lbs.

Includes Table 
Spacer Kit for Use 

w/ Router Bits

2 HP Shaper
We designed this Shaper for maximum performance 
at an affordable cost, with 25% more power and 40% 
more weight than other shapers in its price range.

SPECIFICATIONS:
♦	 Motor: 2 HP, 120V/240V, single-phase, 18A/9A
♦	 Large Precision-ground cast iron table
♦	 Table size: 24" x 21"
♦	 Spindles: 1⁄2" and 3⁄4" (Included)
♦	 Spindle travel: 3"
♦	 Spindle speeds: 7000 & 10,000 RPM
♦	 Spindle openings: 1 1⁄4", 3 1⁄2" & 5"
♦	 Powder coated paint
♦	 Power cord size: 10' x 14 gauge
♦	 Heavy-duty miter gauge
♦	 All ball bearing construction
♦	 Reversing switch
♦	 Approx. shipping weight: 293 lbs.

W1674  2 HP Shaper
D3124    Wraparound Extension Table (23" x 40")
D3080    Router Bit Spindle (Fits 1⁄4" & 1⁄2" Bits)
D2057A Heavy-Duty Mobile Base

3" 
Spindle 
Travel

Split Fence has 
Independent & 

Combined Micro-
Adjustment Feature

Reversing 
Switch

D3124 extension table (Not Included)

24" x 21" 
Table Size

Shapers

Another Production Run
Ready to Ship
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This full capacity 3 HP Shaper will handle the smallest profile cutters all the way up to the largest panel cutters with its three 
spindle sizes, 3" spindle travel and 5 1⁄2" maximum spindle opening. Two reversible speeds also provide the greatest flexibility 
for arranging cutters of all sizes. So, no matter what the shaping application is—whether it’s simple edge profiling or making 
door stiles, rails and panels—this is the right machine for the job. 

 3 HP Shaper

SPECIFICATIONS:
♦	 Motor: 3 HP, 220V, single-phase
♦	 Large Precision-ground cast iron table
♦	 Table size: 30 1⁄2" x 28 1⁄4" 
♦	 Spindles: 1⁄2", 3⁄4" and 1" (Included)
♦	 Spindle travel: 3"
♦	 Spindle speeds: 7000 & 10,000 RPM
♦	 Spindle openings: 1 3⁄8", 2 3⁄4", 4" & 5 1⁄2"
♦	 Magnetic switch w/ thermal overload protector
♦	 Shielded & lubricated ball bearings
♦	 Built-in 3" dust port 
♦	 Approximate shipping weight: 353 lbs.

W1702  3 HP Shaper
D3451    4" Long Spindle
D3392    Router Bit Spindle (Fits 1⁄4" & 1⁄2" Bits)
D2057A Heavy-Duty Mobile Base

Large 
Cast Iron 

Hand-
wheel

Reversing 
Switch

Magnetic 
Switch w/ 
Thermal 

Overload 
Protection

Large 
Precision-

ground Cast 
Iron Table

3" Spindle 
Travel

Heavy Cast Iron 
Split Adjustment 

Fence

 21⁄2 HP Shaper

W1763  21⁄2 HP Shaper

Our affordable heavy-duty shaper with all of the features of its bigger brothers and more: 
Built-in mobile base, precise spindle elevation gauge, ratcheting fence locks with independent 
left and right micro-adjustment, precision-ground cast iron table, fully adjustable cutter 
guard, easy-to-change 2-speed belt drive, and convenient pedestal controls.

SPECIFICATIONS:
♦	 Motor: 2 1⁄2 HP, 220V, 9.5A, single-phase
♦	 Large precision-ground cast iron table
♦	 Table size: 28" x 30" 
♦	 Spindles: 1⁄2" & 3⁄4"(Included)
♦	 Router bit collets: 1⁄4" & 1⁄2"(Included)
♦	 Spindle travel: 3"
♦	 Spindle speeds: 7000 & 10,000 RPM
♦	 Spindle openings: 3", 3 1⁄2"
♦	 Magnetic switch w/ thermal overload protector
♦	 Shielded & lubricated ball bearings
♦	 Powder coated paint
♦	 Built-in 4" dust port 
♦	 Approximate shipping weight: 426 lbs.

Split 
Adjustment 

Fence
Large, Precision-
ground Cast Iron 
28" x 30" Table

Pedestal 
Switch

Integrated 
Mobile Base

Features:
	 Large handwheel elevates the spindle for precise control and spindle 

lock knob ensures consistent results  Powder coated paint
	 Starting pins allow irregular shaping  T-slot miter gauge
	 Interchangeable spindles are easily installed or removed
	 Removable table inserts provide work support close to the cutter

Shapers

360-734-348220



71⁄2 HP Heavy-Duty Industrial Tilting Spindle Shaper

W1807  71⁄2 HP Shaper

This heavy-duty 7 1⁄2 HP tilting arbor shaper has got it all: A -5° to 45° spindle tilt with exact dial indicator, precision-ground cast 
iron table with vertical and horizontal hold-downs, split micro-adjustable fence, a huge sealed dust removal chamber below the table 
with a separate dust hood and port above the cutter, quick and easy 4-speed change system, and a large 10" cutter capacity. The 
dependability to run all day long is built into our W1807 Shaper from the ground up. Extras include a 3-piece table insert, heavy-
duty miter gauge, and 7 spindle spacers.

SPECIFICATIONS:
♦	Motor: 7 1⁄2 HP, 220V/440V, 
	 3-phase, 3450 RPM, 20/10 Amps
♦	Spindle travel: 6 5⁄8"
♦	Spindle tilt: -5 to +45°
♦	Spindle size: 1 1⁄4"
♦	Spindle capacity: 6"
♦	Spindle length: 7"
♦	Spindle openings: 2 3⁄4", 5 7⁄8", 9 7⁄8" 
	 & 133⁄4" w/o insert
♦	Spindle speeds: 3900, 5000, 
	 7200 & 9400 RPM

Features: 
♦	 Micro-adjustable fence
♦	 Precise dial-scale-indicated spindle tilt
♦	 Front mounted spindle lock
♦	 Four spindle speeds 
♦	 Includes heavy-duty miter gauge,
	 spindle spacers and nuts, hold-down 		
	 assemblies and table inserts

Convenient 
Spindle Lock

471⁄4" x 351⁄2" 
Precision-ground 
Cast Iron Table

11⁄4" X 7" 
Spindle

Micro-
Adjustable 

Fence

Easy Access For 
Speed Changes

♦	Maximum cutter diameter: 10"
♦	Table counterbore: 13 3⁄4"
♦	Precision-ground cast iron 
	 table size: 47 1⁄4" x 35 1⁄2" x 3"
♦	Floor to table height: 34 1⁄4"
♦	Fence: cast iron, independently adjustable
♦	Switch: magnetic with thermal 
	 overload protection
♦	Dust Ports: (2) 5" ports
♦	Approximate shipping 
	 weight: 1064 lbs.

-5° To +45° 
Spindle Tilt

Dial Angle Scale 
For Spindle Tilt

Magnetic Switch 
w/ Thermal 
Overload 
Protection
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1⁄8 HP Baby Power Feeder 1⁄4 HP Power Feeder

1 HP Power Feeder1⁄2 HP Power Feeder

1 HP Power Feeders
w/ 4 Rollers

W1768  1 HP Power Feeder - Single-phase
W1769  1 HP Power Feeder - 3-phase
D3720  Flange with Rubber Roller
D3721  Flange with Poly Roller
D3722  Replacement Rubber Roller for D3720

W1766  1/2 HP Power Feeder
D3872  Extra Roller 

W1764  Small Power Feeder 
D3868  Quick Holder
D3870  Extra Roller

SPECIFICATIONS:
♦	 Motor: 1⁄8 HP, 110V, 1.2 amp
♦	 Number of speeds: variable
♦	 Range of speeds (approx.): 6 1⁄2 - 39 FPM
♦	 Wheels: 3, synthetic rubber, 13⁄16" W x 3" Dia.
♦	 Rotation: forward & reverse
♦	 X Y Z adjustment
♦	 Maximum height of rollers: 13"
♦	 Vertical movement: 6"
♦	 Horizontal movement: 10 1⁄4"
♦	 Approx. shipping weight: 27 lbs.

SPECIFICATIONS:
♦	 Motor: 1 HP, 220V, single-phase or 3-phase
♦	 Number of speeds: 4 
♦	 Feed speeds: 13, 26, 33 and 66 FPM
♦	 Number of rollers: 4 
♦	 Roller size: 23⁄8"W x 43⁄4"D
♦	 Roller suspension travel: 3⁄4"
♦	 Vertical movement: 97⁄8"
♦	 Horizontal movement: 181⁄8"
♦	 Approximate shipping weight: 149 lbs. 

SPECIFICATIONS:
♦	 Motor: 1⁄4 HP, 110V, 2.5 AMP
♦	 Number of speeds: 4
♦	 Range of speeds 20, 26, 33, 43 FPM
♦	 Wheels: 3, synthetic rubber, 
	 3 1⁄16" W x 1 1⁄8" Dia.
♦	 Rotation: forward & reverse
♦	 X Y Z adjustment
♦	 Maximum height of rollers: 5"
♦	 Vertical movement: 63⁄4"
♦	 Horizontal movement: 9  3⁄4"
♦	 Approx. shipping weight: 80 lbs.

SPECIFICATIONS:
♦	 Motor: 1⁄2 HP, 220V, 5.5 AMP
♦	 Number of speeds: 4
♦	 Range of speeds: 9.5, 15, 25, 38 FPM
♦	 Wheels: 3, synthetic rubber, 
	 2" W x 4" Dia.
♦	 Rotation: forward & reverse
♦	 X Y Z adjustment
♦	 Maximum height of rollers: 7 7⁄8"
♦	 Vertical movement: 10 1⁄4"
♦	 Horizontal movement: 16 3⁄8"
♦	 Approx. shipping
	 weight: 107 lbs.

SPECIFICATIONS:
♦	Motor: 1 HP, 220V, 4.2 AMP
♦	Speeds: (4) 13, 26, 33, 66 FPM
♦	Wheels: 3, synthetic rubber, 2 3⁄8" W x 4 1⁄4" Dia.
♦	Rotation: forward & reverse
♦	X Y Z adjustment
♦	Maximum height of rollers: 8 1⁄2"
♦	Rack & pinion horizontal 
	 adjustment
♦	Vertical movement: 9 7⁄8"
♦	Horizontal movement: 18 1⁄8"
♦	Approx. shipping 
	 weight: 142 lbs.

Made in
An ISO 9001

Factory

Made in An 
ISO 9001 Factory

Made in An 
ISO 9001 Factory

Made in An 
ISO 9001 Factory

W1765  1/4 HP Power Feeder 
D3868  Quick Holder
D3869  Slow Speed Gear Kit
D3871  Extra Roller

W1767  1 HP Power Feeder 
D3886  Extra Gears

D3873  Extra Roller 
D3722  Replacement Rubber Roller for D3720

Made in An 
ISO 9001 Factory

D3720  Flange with Rubber Roller
D3721  Flange with Poly Roller

D3868

360-734-348222

Power Feeders




